MBTA Bus Routes Community Meeting April/May 2012 


MBTA Key Bus Route Improvement Program 


The MBTA is committed to improving your bus riding experience. Over the course of two years, 
the MBTA is planning and implementing a series of enhancements to 15 bus routes, chosen for 
their high ridership and frequency of service. This project, known as the Key Bus Route 
Improvement Program, will help reduce trip times; improve accessibility; enhance customer 
comfort, convenience and safety; and make the routes more reliable and cost-effective. 
Tonight's meeting and upcoming meetings will discuss potential improvements to Bus Routes 
15, 22, 28, and 32. 


Utilizing $10 million in grant funding through the American Recovery and Reinvestment Act 
(ARRA) the MBTA now has the opportunity to implement the Key Bus Route Improvement 
Program. This one-time opportunity to improve service quality will be accomplished by 
implementing a combination of the following on the identified Key Bus Routes: bus stop location 
improvements, traffic signal upgrades, transit signal priority and designated queue jump lanes, 
curb extensions, accessibility enhancements, and other bus stop amenities. 


The Key Bus Route Improvement Program involves extensive public outreach with participation 
invited from customers, community representatives and municipalities served by each bus 
route. Working with local municipalities, all Key Bus Route improvements will be developed with 
the help of public input. There will be several opportunities to contribute to the planning and 
design of improvements. The public process for Routes 1, 23, 39, 57, 66, 71, 77, 111, and 
116/117 has been completed, and design plans are in progress, with construction anticipated to 
start in Summer 2012. The public process for Route 73 is ongoing. Routes 15, 22, 28 and 32 
are the last phase of Key Bus Routes scheduled for implementation. Your input at this meeting 
will help inform how we improve Bus Routes 15, 22, 28 and 32. We look forward to 
collaborating with you to provide a better bus service! 


For more information and project updates please visit www.mbta.com/keybusroutes. 


Upcoming MBTA Key Bus Route Meetings 






































Route Date Time Location Address 
28 Thursday 6:30 — 8:00 Boston Public Library 1350 Blue Hill 
April 5, 2012 , ; Mattapan Branch Avenue, Mattapan 
Monday : ; Boston Public Library 65 Warren Street, 
19/22/28 | port, 2012 | &:00- 8:00 | Budiey Branch Roxbury, MA 
Tuesday . : 51 Geneva Ave, 
15/22/28 April 24, 2012 6:00 — 8:00 | Grove Hall Community Center Dorchester 
32 Thursday 6:30 — 8:00 Boston Public Library 35 Harvard Avenue, 
April 26, 2012 , ; Hyde Park Branch Hyde Park 
Monday ; é The Salvation Army Kroc 650 Dudley Street 
19/22/28 April 30, 2012 6:00:>8:00 Center Roxbury/Dorchester 
Tuesday é . 6 Southbourne 
32 May 1, 2012 6:00 — 7:30 | Woodbourne Apartments Road, Hyde Park 
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MBTA Key Bus Route Improvement Program 


Glossary and Abbreviations of Terms 


Bus Stop Location — Nearside: bus stop is located before an intersection, or driveway. 
Bus Stop Location — Farside: bus stop is located after an intersection, or driveway. 
Bus Stop Location — Mid-block: bus stop is located in the middle of a street block. 


Companion Stop — bus stops are typically located in pairs, one on each side of the 
street. 


Curb extension (or bulb out) — sidewalk is widened in a particular section, sometimes 
either side of a crosswalk, or at the start/end of on-street parking. 


Generic/Rear Sign — MBTA bus stop sign that is located at the rear of the stop to 
define the end of the bus stop. 


Landing pad/area — an area at the front of the bus stop where customers board and 
alight the bus. 


Queue jump — priority is given to buses at an intersection. It can also come ina 
variety of forms such as a shared right turn/bus lane allowing the bus to access a 
farside stop more quickly or with a bus only signal, allowing buses to advance ahead 
of the general traffic. 


Rt. Descr. Sign (Route Descriptive Sign) - MBTA bus stop sign that is located at the 
front of the stop and lists bus route and customer information. 


Sharrow — pavement marking on the roadway that indicates to bicyclists that the road 
space they are entering is shared, i.e. with a bus stop or general traffic. 


TSP (Transit Signal Priority) — priority is given to buses at traffic signals. This can 
come in a variety of forms, but the most common form is for the green time to be 
extended for all traffic when a bus is approaching the intersection. This will only be 
effective for farside or mid-block stops. 
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Key Bus Routes Improvement Program 
Route 32 - Preliminary Recommendations 





Add pavement markings. 


Investigate shelter with abutter permission (or add 1-2 benches). Add trash 
receptacle. 


Retain stop. Add pavement markings. 


Retain stop. 


Lengthen stop to 110' by relocating rear sign = no parking impact. 


Remove stop to improve bus stop spacing and due to low ridership. 2 unregulated 
parking spaces could be reinstated. Revised distance between stops would be 
~940'. 


Add trash receptacle and pavement markings. 


Remove stop to improve bus stop spacing and due to low ridership. 2 unregulated 
parking spaces could be reinstated. Revised distance between stops would be 
~1160'. 


Replace trash receptacle. 


Replace trash receptacle. Add pavement markings. 


Bus will use driveways for bus stop access and egress. No parking impact. 
Investigate shelter or 1-2 benches. Add trash receptacle and pavement markings. 


Lengthen stop to 80' by relocating front sign 10' closer to intersection and rear 
sign 20' back toward driveway (use driveway for access) = -1 unregulated parking 
space. Add bench, trash receptacle, and pavement markings. 


Relocate stop farside of West to improve traffic flow (existing stop is adjacent to 
left-turn-only lane). Add front sign 60' from crosswalk = -1 unregulated parking 
space. Maintain no parking at existing stop. Investigate narrow shelter or two 
benches. Add trash receptacle and pavement markings. 


Bus will use driveway for bus stop egress. Investigate narrow shelter and bench 
(or 2-3 benches). Add trash receptacle and pavement markings. 


Investigate adding benches. Replace trash receptacle. Add pavement markings. 


Add bench. Replace trash receptacle. Add pavement markings. 


Consider renaming stop "942 Hyde Park Ave." 


Lengthen stop to 60-65' by relocating front sign = -1 unregulated parking space. 
Investigate trimming overgrown landscaping to provide clear path of travel. Add 1- 
2 benches. Replace trash receptacle. Add pavement markings. 


Lengthen stop to 60-65' by relocating rear sign 20' toward intersection = no 
parking impact. Investigate narrow shelter (or standard size shelter with abutter 
permission) or 1-2 benches. Add trash receptacle and pavement markings. 


Remove stop due to low ridership and to improve bus stop spacing. 1 unregulated 
parking space (due to driveway/hydrant) could be reinstated at existing stop. 
Revised distance between stops would be ~1490'. 


Add bench. Replace trash receptacle. Add pavement markings. 


Remove stop to improve bus stop spacing. 1 unregulated parking space could be 
reinstated at existing stop. Revised distance between stops would be ~1200". 


Investigate narrow shelter and/or 1-2 benches. Replace trash receptacle and add 
pavement markings. 


For explanation of terms, please see Glossary and Abbreviations handout. 
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Relocate stop to farside of crosswalk (bus will use crosswalk and driveway for bus 
stop access) = -3 unregulated parking spaces. 1-2 could be reinstated at existing 
stop location. Add bench, trash receptacle, and pavement markings. 


Lengthen stop to 60-65' by relocating front sign 25' away from Mt Hope = -1 
unregulated parking space. Add 1-2 benches, replace trash receptacle, and add 
pavement markings. 


Remove stop to improve bus stop spacing. 2 unregulated parking spaces could be 
reinstated at existing stop. Revised distance between stops would be ~1160". 


Lengthen stop to 60-65' by relocating front sign 15' forward and rear sign to the 
corner of Hunter St = -1 unregulated parking space. Add pavement markings. 


Consolidate with Northbourne with new stop farside of Southbourne = -2 parking 
spaces, but 3 could be reinstated at existing stop. Bus will use hydrant and 
crosswalk for bus stop access. Investigate adding shelter with abutter permission. 
Add trash receptacle and pavement markings. Revised distance between stops 
would be ~700' from Hunter and ~920' to Eldridge. 


Consolidate with Southbourne as above. 2-4 unregulated parking spaces could be 
reinstated at the existing stop. Relocate existing shelter. 


Investigate relocating stop farside to improve accessibility and to minimize parking 
impacts for adjacent businesses = -3 2-hour parking spaces, but 1-2 parking 
spaces (due to fire hydrant) could be reinstated at existing stop. Add bench, trash 
receptacle, and pavement markings. 


Remove stop to improve bus stop spacing and due to low ridership. 1 2-hour 
parking space (due to fire hydrant) could be reinstated at the existing stop. 
Revised distance between stops would be ~1400' (with relocated Eldridge). 


Relocate stop back toward intersection before driveway (bus can use driveway for 
bus stop egress) = no parking impact. Add pavement markings. 


No recommendations. 


For explanation of terms, please see Glossary and Abbreviations handout. 
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Key Bus Routes Improvement Program 
Route 32 - Preliminary Recommendations 


Preliminary Recommendations 





No recommendations. 


No recommendations. 


Remove stop to improve bus stop spacing and due to low ridership. 2 unregulated 
parking spaces could be reinstated. Revised distance between stops would be 
~1410. 


Relocate stop north to mid block in front of brick apartment building due to 
crosswalk in stop and because existing location does not allow access for both 
bus doors. Bus will use driveway for bus stop egress = -3 unregulated parking 
spaces. no parking gain at existing stop due to driveways. Add pavement 
markings. 


Relocate stop nearside of Dellmore due to crosswalk in stop and because existing 
location does not allow access for both bus doors, and to retain stop in vicinity of 
senior facility (Woodbourne House) = -3 unregulated parking spaces; maintain no 
parking at existing stop due to location in intersection. Add trash receptacle and 
pavement markings. 


Lengthen stop to 90' by relocating front and/or rear sign. No parking impact. Add 
pavement markings. 


Remove stop to improve bus stop spacing and due to lack of crosswalk. 5 
unregulated parking spaces could be reinstated at existing stop. Revised distance 
between stops would be ~1200". 


Relocate stop farside of Blakemore to improve bus stop spacing and to reinforce 
pedestrian connections (signalized crosswalk, railroad crossing) = -2 unregulated 
parking spaces, but 3 could be reinstated at existing stop. Replace trash 
receptacle and add pavement markings. 


Consider renaming stop "Blakemore St." 


Lengthen stop to 100' by relocating front sign 60' farside (south) of crosswalk to 
edge of existing handicap parking and relocating rear sign 100' north; bus will use 
crosswalk for bus stop access (bus stop shared with school buses). Maintain 1 
handicap and 2-3 unregulated farside of stop. Add pavement markings. 


Bus will use driveway for bus stop access/egress. Investigate narrow shelter. Add 
1-2 benches, trash receptacle, and pavement markings. 


Remove stop due to proximity of previous stop and insufficient length. 1 
unregulated parking space could be reinstated. Revised distance between stops 
would be ~1270'. 


Relocate stop because existing location does not allow access for both bus doors. 
Relocate front sign nearside of driveway immediately opp Ramsdell (bus will use 
driveways for access) = -3 unregulated parking spaces. 1-2 could be reinstated at 
existing stop. Add pavement markings. 


Consider renaming stop "opp Ramsdell." 


Remove stop due to low ridership and to improve bus stop spacing. 2 unregulated 
parking spaces could be reinstated. Revised distance between stops would be 
~1230'. 


Relocate 80' south toward crosswalk. Bus will use driveway for bus stop access = - 
3 unregulated parking spaces, but 2 could be reinstated at existing stop. Add trash 
receptacle and pavement markings. 


Relocate front sign approximately 60' to nearside location. 1-2 unregulated 
parking spaces could be reinstated at existing stop. Add trash receptacle and 
pavement markings. 


For explanation of terms, please see Glossary and Abbreviations handout. 
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Relocate stop farside of Willow because existing location does not allow access 
for both bus doors and to locate crosswalk behind stop = -3 unregulated parking 
spaces, but 1-2 could be reinstated at existing stop. Add trash receptacle and 
pavement markings. 


Nearside 32 32 281 32 281 Boston 9 No No N/A 


Relocate signs to locate stop farside of crosswalk = -2-3 unregulated parking 


Farside af at ate af eae Boston ” No me 48 spaces. Add trash receptacle and pavement markings. 


Retain nearside because of crosswalk and pedestrian connection to schools 
despite proximity of previous stop. Lengthen stop to 90' by relocating front sign at 
crosswalk and rear sign 90' away = -1 unregulated parking space. Add trash 
receptacle and pavement markings. 


Nearside 32 if 205 7 205 Boston 9 No No 55 


Remove stop to improve bus stop spacing, because the existing location does not 
allow access for both bus doors, and due to lack of companion stop. 1 unregulated 
parking space could be reinstated. Access to Hyde Park High School is 
maintained at Westminster St. Revised distance between stops would be ~820". 


Farside 32 9 206 9 206 Boston 9 No No 30 


Farside 32 10 139 10 139 Boston 7 No No 65 Replace trash receptacle. Add pavement markings. 


Consolidate with Clay with new stop mid block opp Webster to improve bus stop 
spacing and because existing location is in crosswalk and does not allow access 
77 for both bus doors due to crowded sidewalk. Bus will use driveways for bus stop 


Mie’ Block ae - BP 2 88 Boston 9 No No egress = -3 unregulated parking spaces, but 3 could be reinstated at existing stop. 
Add trash receptacle and pavement markings. Revised distance between stops 
would be ~890' from West St and ~780' to proposed Grant. 

Mid Block 30 8 485 8 485 Bocion 9 No No N/A Consolidate with Harvard Ave as above to improve bus stop spacing. Maintain no 
parking at existing stop. 

Add new stop mid block near Grant PI. Locate farside of parking lot driveway = -4 

Mid Block - - - - - Boston 9 - - - unregulated parking. Add trash receptacle. Revised distance between stops 
would be ~780' from proposed Grant and ~840' to Pingree. 

Farside 32 76 804 76 804 Boston 10 Wall No 70 Add pavement markings. 
Relocate stop farside of crosswalk. Bus will use driveway and crosswalk for bus 
Parcide 32 16 109 16 109 Becton 8 No No 67 stop access. No parking impact. Add trash receptacle and pavement markings. 
Consider renaming stop "#1377." 

Mid Block 30 6 4 6 4 Becton 8 No 126 126 Remove stop to improve bus stop spacing. No parking impact. Revised distance 
between stops would be ~1190'. 

Relocate stop farside to improve traffic operations and bus stop spacing and to 

Nearside 32 3 119 3 119 Boston 7 No No 111 locate crosswalk behind stop = -3 unregulated parking spaces, but 2-3 could be 
reinstated at existing stop. Add trash receptacle and pavement markings. 
Remove stop to improve bus stop spacing and due to low ridership. 2 unregulated 

Nearside 32 0 24 0 24 Boston 7.5 No No 40 parking spaces could be reinstated. Revised distance between stops would be 
~920'. 

Niparsida 32 0 10 0 10 Basion 75 No No 63 Lengthen stop to 90' by relocating rear sign toward driveway = -1-2 unregulated 
parking spaces. Add pavement markings. 

: Retain stop. May need to reconstruct sidewalk to accommodate stop. Stop length 
pict ek oe i S i us Breton ae Me Ne Nis = 60' and bus will use driveway for bus stop access. Add pavement markings. 
Mid Block 32 0 5 0 5 Basion 7 No No N/A Retain stop. Lengthen stop to 60' plus driveway access. May need to reconstruct 
sidewalk to accommodate stop. No parking impact. 
: Lengthen stop to 90' by relocating front sign 20' to driveway. Install rear sign 90' 
None ae i i : ie Boston © Ne Ne we back. No parking impact. Add trash receptacle. 
Full Block 32 0 229 0 229 Boston 11 Wall Yes 105 Add pavement markings. 


For explanation of terms, please see Glossary and Abbreviations handout. 
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For continuation of Rt. 32, refer to map “Boston - Forest Hills” 
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For continuation of Rt. 32, refer to map “Boston - Hyde Park (South)” 
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